
BR I C KETTES ® I N S TA LLATI ON  -  BU TTER  METHOD

Brickettes® are easy to mount on any structurally sound, clean, 
dry surface. Just follow the step-by-step instructions below. 
Use suitable Interior/Exterior Adhesive when applying 
Brickettes inside.

COVERAGE: Measure the area to be bricked to determine
the quantities needed. Brickette Adhesive covers 16-20
square feet if troweled over the entire surface; or will apply 
50 square feet of Brickettes when following the Butter Method.
One box of Brickettes (40 Brickettes) covers 6-7 square feet. 
One box of Brickette Corners covers 4 linear feet.

PREPARATION:

Gather your tools and materials. You’ll need carbide-tipped 
offset tile nippers or a chisel hammer; a wooden paint stirrer 
or a long-handled plastic spoon; enough Brickettes and 
adhesive to cover area and masking tape.

Remove all dirt, grease or loose material from surface
to be bricked. With tip of screwdriver, scratch through 
painted or varnished surfaces to makes sure you get a proper 
bond. DO NOT apply Brickettes over a glazed surface such 
as tile, Formica, etc. Remove all wallpaper.

Remove cover plates from all electrical outlets and cover the 
outlets with masking tape. To work around these outlets, place 
the Brickettes even with the outlet box opening. When 
your installation is complete bring the outlet boxes forward 
until they are flush with the new Brickettes wall surface. 
Replace cover plates after the Brickettes adhesive is 
completely dry.

Decide on a pattern for your Brickettes installation. See 
illustration B for suggested patterns, however, you can 
place Brickettes in any pattern you like. If covering an 
area requiring more than one box of Brickettes, mix the 
Brickettes from several boxes to obtain a proper color mix.

APPLICATION:
If your installation will cover 
an entire wall without corners, 
start at the lower left-hand 
corner of the wall. Work from left 
to right, row after row, as illustrated in C. If you are working 
with a long wall surface, tack a piece of string across the wall 
at four-row levels to give you a line for keeping the rows even. 
On small areas just use a level to check each row. 
NOTE: WHATEVER SPACING YOU CHOOSE, KEEP IT 
THE SAME THROUGHOUT YOUR INSTALLATION.

If you’re using corners, work outside corners first.
Corner Brickettes are available which makes it easily for you 
to produce professional-looking corners. See illustration D. 
(NOTE: inside corners are made by using regular Brickettes 
and staggering them as shown in illustration E.

The adhesive should be applied when the temperature is 
between 50º - 100º F. The area to be decorated should be 
within these temperatures for 12 hours prior to and 48 hours 
after installation.

Working time for installing Brickettes, once the adhesive is 
applied, is about 30 minutes. The adhesive will be completely 
dry in 24 hours, depending upon the heat and humidity.

Place adhesive on the back of Brickette surface in 3 spots 3/4" 
diameter and 1/2" high. Always twist and press Brickettes 
with the mastic on them against the wall firmly. 
(See illustrations F and G.)

To trim full-sized Brickettes into halves (or smaller sizes), 
use carbide-tipped offset tile nippers as shown in illustration H. 
Or, you can hold the Brickettes in your cupped hand 
(See illustration I) and tap lightly with a chisel hammer, 
or tap lightly with the end of another Brickette.

CLEAN UP: Suitable adhesive should wash off easily with 
water, if removed from tools and working areas before it 
hardens. if allowed to set, mineral spirits can be used.


